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This type of device is specially used for oil fume 
puri�er in the kitchen of hotel, restaurant, 
canteen, etc.
Must be don’t used this device for industrial, such 
as in�ammable, explosive, volatile and highly 
corrosive gases.

INLET & OUTLET POWER VOLT AIR VOLUME ST. PRESS SIZE WEIGHT
(MM) (kW) (V) (CMH) (Pa) (CM) (KG)

CODE

AP-HPF-JD-2-9Z 406 x 406 0.2 220 2000 ≤ 150 111.5 x 67 x 62 79

AP-HPF-JD-4-9Z 536 x 546 0.3 220 4000 ≤ 150 111.5 x 80 x 76 108

AP-HPF-JD-6-9Z 661 x 736 0.4 220 6000 ≤ 150 111.5 x 92.5 x 95 130

AP-HPF-JD-8-9Z 661 x 736 0.5 220 8000 ≤ 150 111.5 x 92.5 x 95 142

AP-HPF-JD-10-9Z 746 x 821 0.65 220 10000 ≤ 150 111.5 x 101 x 103.5 165

AP-HPF-JD-12-9Z 861 x 884 0.8 220 12000 ≤ 150 111.5 x 109.5 x 109.8 186

AP-HPF-JD-16-9Z 916 x 1071 1 220 16000 ≤ 150 111.5 x 118 x 128.5 265

AP-HPF-JD-20-9Z 960 x 1171 1.25 220 20000 ≤ 150 111.5 x 122.4 x 129 323
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k i p a s c k e . c o . i d

Spesifikasi dapat berubah sewaktu-waktu tanpa pemberitahuan terlebih 
dahulu. Untuk info lebih jelas mohon hubungi sales & marketing Outlet CKE 
sebelum melakukan transaksi.
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